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3. Other admixtures: integral water repellents and other chemicals, for
which no ASTM Standard exists, shall be previously established as
suitable for use in concrete by proven field performance or through
laboratory testing.

4. ASTM C 618 mineral admixtures of dark and variable colors shall not
be used in surfaces intended to be exposed to view.

5. ASTM C 989 granulated blast furnace slag may be used to improve
physical properties. Tests are required to verify these features.

Water — Potable

Reinforcing bars:

1. ASTM A 615/A 615M. Grade 40 or 60 steel galvanized or epoxy coated
when cover is less than 1.5 in. (37 mm).

2. Welded Wire Fabric: ASTM A 185 where applicable for wet cast units.

H. All anchors, dowels and other anchoring devices and shims shall be
standard building stone anchors commercially available in a non-
corrosive material such as zinc plated, galvanized steel, brass, or

stainless steel Type 302 or 304.

I..Asphalt Dampproofing for Stone Backup: Cut-back asphalt complying with
ASTM D 4479, Type I, or asphalt emulsion complying with ASTM D 1227,
Type III or IV.

COLOR AND FINISH

A.—Match-existing terra cotta. As selected by Project Manager/Contracting
Officers Technical Representative (PM/COTR) .

N
w

B. All surfaces intended to be exposed to view shall have a fine-grained
texture similar to natural stone, with no air voids in excess of 1/32
in. (0.8 mm) and the density of such voids shall be less than 3
occurrences per any 1 in® (25mm’) and not obvious under direct daylight
illumination at a 5 ft. (l.5m)distance.

C. Units shall exhibit a texture approximately equal to the approved sample
when viewed under direct daylight illumination at a 10 ft (3m) distance.

D. ASTM D 2244 permissible variation in color between units of comparable
age subjected to similar weathering exposure.

1. Total color difference - not greater than 6 units.
2. Total hue difference-not greater than 2 units.
2.4 REINFORCING

A. Reinforce the units as required by the drawings and for safe handling
and structural stress.

1. Minimum reinforcing shall be 0.25 percent of the cross section area.

B. Reinforcement shall be non-corrosive where faces exposed to weather are

covered with less than 1.5in. (38 mm) of concrete material. All
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